BSA.25.1521

Liquid Filled Hermetically Sealed Transformer

Elc. Eng. Z. Abidin AGIL

29.08.2025

Rating Power:
Service:

Cooling:

Frequency:

Phase Number:
Insulation Liquid:
Type of Transformer:
Standards:

Primary Voltage:

Secondary Voltage:

High Voltage Regulation (Off Load Tap Changer):

Vector Group:
Insulation Level at Primary Side:
Insulation Level at Secondary Side:
Windings Insulation Class:
Primary/Secondary Windings Conductor:
Designed Max. Ambient Temperature:
Oil/Windings Temperature Rise:
Altitude of Installation:
Installation:
Surface Treatment:
Tank Construct:
Performance Values:

No Load Loss:

Load Loss:

Short Circuit Impedance:

Transformer Overall Dimensions:
Length:
Width:
Height:
Distance Base Center:
Transformer Weights:
Active:
Qil:
Total:

TRANSFORMER ACCESSORIES
1. H.V.Porcelain Bushings 30 NF 250 A
2. L.V.Porcelain Bushings 1 kV 2x3150 A
3. Earthing Terminals

Thermometer Pocket

Lifting Lugs

4
5

6. OilFilling Valve
7. Qil Drain Valve

8. Rating Plate

9. Off Load Tap Changer

10. Pressure Safety Valve without Contacts

TECHNICIAL SPECIFICATIONS
3000
Distribution
ONAN
50
3
Mineral Oil
Hermetically Sealed O 0il Conservatory
IEC 60076
33 (Delta)
0.4 (Star+N)
5pos(+2,-2x 2,5%)
Dyn11l
LI 170/AC 70/Um 36
LI -/AC 3/Um 1,1
A
Aluminum /Aluminum
40
60/65
<1000
Indoor / Outdoor
RAL 7033
Corrugated Wall

2170
24160

2150
1270
2620
1070

3640
1430
6890

11. Hermetically Protection Relay (DMCR)
12. Terminal Box

13. Wheels

14.

iz,

16.

il

18.

19.

20.

Technical Remarks: Performance values are according to IEC 60076 and European Union

Tests according to IEC 60076.

Dimensions and weights are approximate and will be confirmed after PO.

Warranty referred at nominal power rating and nominal voltage ratio (the highest in case of double primary voltages)
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